
SEKONIC L-208
Light receivingement Swivel head No

Lumidisc No
Switching incident/reflected No
Light receiving angle 33(Lumigrid)
Viewfinder(Optional) No
Multiple flash mode No
Cordless/cord-in mode No
Rado triggering No

Measuring Ambient Incident EV 3 to 17
Range(ISO100) Reflected EV 3 to 17

Illuminance LUX No
FC(FootNoCandle) No

Luminance Cd/m2 No
FL(FootNoLambert) No

Flash Incident F No
Reflected F No

Display ISO 12 to 12,500
ISO 2 No

Ambient Aperture Digital No
Step 1/2AV
Analog dot scale No
Step No

Shutter speed Digital No
Step No

Cine speed Digital No
Flash Aperture Digital No

Shutter speed Digital No
Setting Range Film ISO No

Step No
ISO 2 No
Step No

Ambient Aperture F No
Step No

Shutter speed T No
Step No

Cine frame per second No
Flash Shutter speed T No

Step No
Operation Multiple cumulative No

Average No
Flash Analyzing No
Memory No
Memory clear No

function Battery check Yes
Auto power off No
Under/Over exposure display No
Exposure Warning Indicator No
Exposure compensation No
Calibration compensation No
Synchro terminal No
LCD backlight No
Water registance No
Switching incident/reflected No
Retractable lumisphere No
Running (setting) lock No
Set/change dial (jog wheel) No
Diopter adjustment No
Tripod socket No

Specifications

ISO Sensitivity

Flash light

Reflected light

Incident light

L-208L-358

SEKONIC L-358
Light receivingement Swivel head Horizontal (270 degrees)

Lumidisc Retractable
Switching incident/reflected Removable
Light receiving angle 54(Lumigrid)
Viewfinder(Optional) VF1, 5, 10°
Multiple flash mode Yes
Cordless/cord-in mode Yes
Rado triggering Yes (Optional)

Measuring Ambient Incident EV -2 to 22.9
Range(ISO100) Reflected EV 1 to 24.4(54 degrees)

Illuminance LUX No
FC(FootNoCandle) No

Luminance Cd/m2 No
FL(FootNoLambert) No

Flash Incident F F1.0 to F90.9
Reflected F F1.0 to F90.9

Display ISO 3 to 8,000
ISO 2 3 to 8,000

Ambient Aperture Digital F1.0 to 90
Step 1, 1/2, 1/3 AV
Analog dot scale F1.0 to 90
Step 1/2AV

Shutter speed Digital 30m to 1/8000
Step 1, 1/2, 1/3 AV

Cine speed Digital 2 to 360f/s
Flash Aperture Digital F1.0 to 90.9

Shutter speed Digital 30m to 1/1000
Setting Range Film ISO 3 to 8,000

Step 1/3SV
ISO 2 3 to 8000
Step 1/3SV

Ambient Aperture F F1.0 to 90
Step 1, 1/2, 1/3 AV

Shutter speed T 30m to 1/8000,
1/200,1/400

Step 1, 1/2, 1/3 AV

Cine frame per second

2,3,4,6,8,12,16,18,24,25,30,
32,36,40,48,50,60,64,72,75

,
90,96,120,128,150,200,240

Flash Shutter speed T
30m to 1/1000, 1/75,

1/80,1/90,1/100,
1/200,1/400

Step 1, 1/2, 1/3 AV
Operation Multiple cumulative Yes(unlimited)

Average Yes
Flash Analyzing Yes(in 10% increments)
Memory Yes(9 memory banks)
Memory clear Yes(MODE + ISO2)

function Battery check Yes
Auto power off Yes(20 min.)
Under/Over exposure display Yes
Exposure Warning Indicator No
Exposure compensation Yes(No9.9 to +9.9)
Calibration compensation Yes(No1.0 to +1.0)
Synchro terminal Yes
LCD backlight Yes
Water registance Yes
Switching incident/reflected No
Retractable lumisphere Yes
Running (setting) lock Yes
Set/change dial (jog wheel) Yes
Diopter adjustment Yes
Tripod socket No

Specifications

ISO Sensitivity

Flash light

Reflected light

Incident light
SEKONIC L-398A

Light receivingement Swivel head Horizontal (300 degrees)
Lumidisc Removable
Switching incident/reflected Removable
Light receiving angle 30(Lumigrid)
Viewfinder(Optional) No
Multiple flash mode No
Cordless/cord-in mode No
Rado triggering No

Measuring Ambient Incident EV 4 to 17
Range(ISO100) Reflected EV 9 to 17

Illuminance LUX No
FC(FootNoCandle) No

Luminance Cd/m2 No
FL(FootNoLambert) No

Flash Incident F No
Reflected F No

Display ISO 6 to  12,000
ISO 2 No

Ambient Aperture Digital No
Step 1/3AV
Analog dot scale No
Step No

Shutter speed Digital No
Step No

Cine speed Digital No
Flash Aperture Digital No

Shutter speed Digital No
Setting Range Film ISO No

Step No
ISO 2 No
Step No

Ambient Aperture F No
Step No

Shutter speed T No
Step No

Cine frame per second 8, 18, 24, 64, 128
Flash Shutter speed T No

Step No
Operation Multiple cumulative No

Average No
Flash Analyzing No
Memory No
Memory clear No

function Battery check No
Auto power off No
Under/Over exposure display No
Exposure Warning Indicator No
Exposure compensation No
Calibration compensation No
Synchro terminal No
LCD backlight No
Water registance No
Switching incident/reflected No
Retractable lumisphere No
Running (setting) lock No
Set/change dial (jog wheel) No
Diopter adjustment No
Tripod socket No

Specifications

ISO Sensitivity

Flash light

Reflected light

Incident light

L-398A

SEKONIC L-308S
Light receivingement Swivel head No

Lumidisc Removable
Switching incident/reflected Slide
Light receiving angle 40(Lumigirid)
Viewfinder(Optional) No
Multiple flash mode Yes
Cordless/cord-in mode Yes
Rado triggering No

Measuring Ambient Incident EV - to 19.9
Range(ISO100) Reflected EV 0 to 19.9

Illuminance LUX No
FC(FootNoCandle) No

Luminance Cd/m2 No
FL(FootNoLambert) No

Flash Incident F F1.4 to F90_0.9
Reflected F F1.4 to F90_0.9

Display ISO 3 to 8,000
ISO 2 No

Ambient Aperture Digital F0.5 to 90
Step 1AV
Analog dot scale F0.5 to90
Step No

Shutter speed Digital 60m to 1/8000
Step 1TV

Cine speed Digital 8 to 128f/s
Flash Aperture Digital F0.5 to 90

Shutter speed Digital 1s to 1/500
Setting Range Film ISO 3 to 8,000

Step 1/3SV
ISO 2 No
Step No

Ambient Aperture F No
Step No

Shutter speed T 60s to 1/8000
Step 1TV

Cine frame per second 8,12,16,18,24,25,30,32,64,128
Flash Shutter speed T 1s to 1/500

Step 1TV
Operation Multiple cumulative No

Average No
Flash Analyzing No
Memory No
Memory clear No

function Battery check Yes
Auto power off Yes
Under/Over exposure display Yes
Exposure Warning Indicator No
Exposure compensation No
Calibration compensation No
Synchro terminal Yes
LCD backlight No
Water registance No
Switching incident/reflected Yes
Retractable lumisphere No
Running (setting) lock No
Set/change dial (jog wheel) No
Diopter adjustment No
Tripod socket No

Specifications

ISO Sensitivity

Flash light

Reflected light

Incident light

L-308S

SEKONIC L-758CINE
Light receivingement Swivel head Horizontal (270 degrees)

Lumidisc Retractable
Switching incident/reflected Rotate
Light receiving angle 1degree(built-in)
Viewfinder(Optional) No
Multiple flash mode Yes
Cordless/cord-in mode Yes
Rado triggering Yes (Optional)

Measuring Ambient Incident EV -2 to 22.9
Range(ISO100) Reflected EV 1 to 24.4

Illuminance LUX 0.63 to 190,000
FC(FootNoCandle) 0.10 to 180,000

Luminance Cd/m2 0.25 to 190,000
FL(FootNoLambert) 0.10 to 190,000

Flash Incident F F0.5 to F161.2(=128.9)
Reflected F F2.0 to F161.2(=128.9)

Display ISO 3 to 8000
ISO 2 3 to 8000

Ambient Aperture Digital F0.5 to161
Step 1, 1/2, 1/3AV
Analog dot scale F0.5 to 64
Step  1/3 AV

Shutter speed Digital 30m to 1/8000
Step 1, 1/2, 1/3TV

Cine speed Digital 1 to 1000f/s
Flash Aperture Digital F0.5 to 161.2(=128.9)

Shutter speed Digital 30m to 1/1000
Setting Range Film ISO 3 to 8000

Step 1/3SV
ISO 2 3 to 8000
Step 1/3SV

Ambient Aperture F F0.5 to 161
Step 1, 1/2, 1/3AV

Shutter speed T 30m to 1/8000
1/200,1/400

Step 1, 1/2, 1/3TV

Cine frame per second

1,2,3,4,6,8,12,16,18,24,25,30,
32,36,40,48,50,60,64,72,75,
90,96,100,120,125,128,150,
200,240,250,256,300,360,

375,500,625,750,1000

Flash Shutter speed T
30m to 1/1000

1/75, 1/80, 1/90, 1/100
1/200, 1/400

Step 1, 1/2, 1/3TV
Operation Multiple cumulative Yes(Unlimited)

Average Yes
Flash Analyzing Yes(in 10% step)

Memory Yes(9 times) 
both incident and spot

Memory clear Yes (individually)
function Battery check Yes

Auto power off Yes (selectable.)
Under/Over exposure display Yes
Exposure Warning Indicator Yes
Exposure compensation Yes(No9.9 to 9.9EV))
Calibration compensation Yes(No1.0 to 1.0EV)
Synchro terminal Yes
LCD backlight Yes
Water registance Yes
Switching incident/reflected Yes
Retractable lumisphere Yes
Running (setting) lock Yes
Set/change dial (jog wheel) Yes
Diopter adjustment Yes (No1 to 2.5 D)
Tripod socket Yes

Specifications

ISO Sensitivity

Flash light

Reflected light

Incident light

L-758 CINEIlluminometer 
i-346

Specifications SEKONIC ILLUMINOMETER i-346
Type Illuminometer
Light receptor element Silicon photo diode
Measurement cycle 0.5 seconds
Measurement range 2.50 lx to100,000 lx
Display Unit: Lux(lx), Foot-candle(fc)
Linearity ±5% ( 23°C±2°C )

Out of measurement range: UNDER or OVER 
warning display
Battery power indicator display
Automatic power OFF function(About 4 minutes 
after last operation)

Battery use
AA battery 1.5V x 1(Alkaline, manganese, lithium, 
NiMH)

Operating temperature 0°C to 40°C
Storage temperature –20°C to 60°C

Dimensions Approx. 63(width) x 110(height) x 22(depth) mm
Weight Apprx. 95 g(with battery)
Included accessories Soft case, AA battery x 1(manganese)

Other functions


